


TPI DECO BOARD is a product under TPI
fioercement line, produced by mixing high quality
TPI Portland and natural fiber. By using high
technology, TPl DECO BOARD has high resistance
to different weather conditions and easy-to-install.
So it can be used for floor, wall and decoration.
There are 2 surfaces such as clear coated and
non-coated surface that can be used for both
interior and exterior applications.

Size Thickness and Weight

Thickness (mm.) 18 20 24

6 mm.
8 mm.
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Raised Floor/ Elevated Floor H B B =
Exterior and Interior Wall and Ceiling [ | 12 mm.
Exposed Concrete Surface Partition H B B B
Subfloor/ Subwall for ceramic tile H B B 16 mm.
Floor Underlayment HE B B
Subroof H BN
Residential Exterior Wall HE B B 18 mm.
Low-Rise Building Exterior Wall H N
Exterior Exposed Concrete Surface Wall || [ | [ | 20 mm.
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TPI POLENE PUBLIC COMPANY LIMITED
26/56 Chan Tat Mai Road, Tungmahamek, Sathorn Bangkok Thailand 10120 Can be online on

Tel. (662)213 1039, (662)285 5090 Fax: (662)285 5878 Q Q
www.tpipolene.co.th e-mail: marketing@tpipolene.co.th onI|nemarkef.fplpolene.co.th




