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* This picture size 120 x 120 x 0.8 cm. High Gloss Texture

Made to Order m=azs

TPI #EENTELR
EFEENN—HEVMNZRm -
oI DI A TR InE S -
SURiIg AL O USRI SOR
BE/OFR AR BYSCER IR T -
FEE T DT ARGE -

AR

TPI Digital Board

Beautiful Fine Arts for
Wall Decorations Eligible
for all Residences and Design
that Express Yourselfs

and Your Creativity
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* On demand printing service

acade

Fiber cement facade material

Facade
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TPl Facade is an exterior decorative building material
which is made from fiber cement board with color
inside products. It is delicately designed so that it can
be adapted into any shape to quit for any design.
Tpi Facade can be installed by using hex bolts,
metal frames or fixing with supporting bracket
and screws.
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DIMENSIONS | THICKNESS| WIDTH | LENGTHS
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TPI FACADE | 8/10/ 12

BYTHEE Characteristics
TPI Facade
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Beautiful and durable
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Through-colored
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High densitty
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Low shrinkage

* £k8

No fungus
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Non-Asbestos
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Up to 4 hourse fire resistance
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Insulation on a materials
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Improve energy efficiency by regulating heat
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Dampen sounds coming from outdoor

* R-value (Themal Resistance) M7 %%
(R)1.108 m2C/Watt

** Heat Transfer Coefficiency £ R

Please allow approximately 3 weeks for manufacturing
(U) 0.903 Watt/m2C

The resolution must follow the company’s requirements

* The photos displayed are only samples

* Standard size is 120 cm. in width, 240 cm. in length with the thickness of 0.6/ 0.8/ 1.2 cm.




